
Description Metric Imperial 

Length x width x height 
(standard) 

3,886 x 1,220 x 1,600 mm 153 x 48 x 63 in 

Operating weight 839 kg 1,850 lb 

Shipping weight (including 
packaging) 

739 kg 1,630 lb 

Maximum tower height 9 m 30 ft 

Sound level at max. load 
(dB(A) at 23 feet) 

71 dB(A) 71 dB(A) 

Output 8 kW 8 PS 

Voltage 120 V 120 V 

Amperage @ 120/240 V 62.5 A 62.5 A 

Frequency 60 Hz 60 Hz 

Power draw 1,0 kW 1.0 hp 

Voltage regulation no load to 
full load 

+/- 6% / 10%  +/- 6% / 10%  

Lamp Output 4 x 1.000W  4 x 1,000W  

Coverage (Lighting levels as 
recommended by IES) 

30.400 @ 5,4 lumens m2 7.5 @ .5 footcandles Acres 

Generator insulation H  H  

Speed 1.800 1/min 1,800 rpm 

Generator type Brushless 

Engine Type Kubota D1105, diesel  Kubota D1105, diesel  

Max. Rated Power at Rated 
Speed* 

10.1 kW at 1800 rpm  13.6 hp at 1800 rpm  

Displacement 1123 cm3 68.53 in3 

Fuel tank capacity 114 l 30 US gal 

Fuel consumption 1,71 l/h .45 US gal/h 

 

Specifications may change due to continuous product development.  
* Actual power output may vary due to conditions of specific use. 

 
 


